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Gearbox flange socket model 3 
36mm x 12 edged x 1/2" drive  
 
Type : MB commercial vehicles gearbox G 2/ 24/ 27 
 Clutch flange 
 MB passenger cars rear axel bearing W 140 
 
Gearbox flange socket model 3 p/n 743 63 60 
Hint: Also works with the VW Polo, Skoda Fabia drive shaft from `02  
 
Extractor Krallex model F / S  
Twin & triple arm 
Span 25 - 130 mm  
Extractor arms 150/200/250 mm long 
Foot thickness 2.0/3.6 mm  
 
Outside and interior extractor with slim hooks particularly suitably for  
small gaps. Because of the different extractor arm lengths and different foot 
forms is it possible to use this extractor in a wide range of areas. 
 
Type : Universal 
 
1 x twin arm bridge 25-130 mm p/n 104 22 20 
1 x triple arm bridge 25-130 mm p/n 104 88 80 
1 x spindle 210 mm lg. p/n 104 23 20 
1 x spindle with transverse grasp 250 mm long  p/n 104 98 70 
3 x extractor arm size 1 100 mm long, with foot F 2,0  p/n 104 88 91 
3 x extractor arm size 2 200 mm long, with foot F 2,0 p/n 104 88 92 
3 x extractor arm size 3 250 mm long, with foot F 2,0 p/n 104 88 93 
3 x foot Krallex 3,6 thick x 27 mm wide p/n 104 25 55 
3 x foot Krallex S 3,6 thick x 14 mm wide p/n 104 25 53 
1 x bracket  p/n 104 98 95 
 
Extractor Krallex model F / S twin & triple arm p/n 104 98 10 
in a steel box 
 
Bearing extractor model K 
Hooks size 1 thru 3  
Bearing nr: 6004 thru 6010, 6200 thru 6205, 6300 thru 6302 
 
Hooks size 4 thru 6  
Bearing nr.: 6011 thru 6015, 6206 thru 6211, 6303 thru 
6307, 6403 thru 6404. 
For the disassembly of a range of ball bearing sizes.  
Because of the different extractor arms, the set of extensions and the 
adjustable three-arm bridge with a clamping range up to 120 mm it is 
possible to get optimal adjustment of the extractor. 
As the extractor grips at three points between the bearing outer race and 
inner race tilting can be prevented 
 
Basic equipment  
1 x spindle  
1 x three-arm bridge  
3 x of attachment pins (hooks)  
3 x of attachment pins (extensions)  
1 x set of extensions (3 pcs)  
2 x thrust piece  
 
Bearing extractor model K p/n 610 57 00 
Basic equipment in a case with 6 hook sets size 1-6 
Bearing extractor model K1 p/n 610 56 80 
Basic equipment in a case with 3 hook sets size 1-3 
Bearing extractor model K2 p/n 610 56 90 
Supplement set, hook sets size 4 thru 6 
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Pressure piece set ALU  
Versatile pressure piece set made from aluminium. The installation 
forces are transferred evenly and carefully so that damage to ball 
bearings, sockets, shaft seals etc are avoided.  
 
For use with a rubber or plastic hammer 
 
Contents: 
1 handle 120 mm long with retaining screw  
9 pressure pieces with outside Ø: 40/ 44/ 50/ 59/ 63/ 65/ 72/ 76/ 81 
 
Pressure piece set ALU 10 pcs p/n 614 45 30  
 
Transmission bearing ring extractor 
This set of special inner bearing extractors and slide hammer are 
used for extracting the diagonal roller bearing outer rings from the 
transmission case. 
 
Type: Renault: Master, Trafic, Espace, Laguna 
 Opel: Movano, Vivaro 
 Nissan: Interstar, Primastar  
 
Inner bearing extractor 6A p/n 104 96 61 
Inner bearing extractor 7A p/n 104 96 71 
Slide hammer 700 g p/n 103 02 10 
Adapter 3/8“ inner – ½“ outer p/n 904 96 05 
Transmission bearing ring extractor 4 pcs p/n 910 1 7 00 
 
Optional: 
For Renault gearbox PK1: inner bearing extractor 51-E7 40-75 
mm with 3 jackets  p/n 104 96 96 
Counter support size 2 p/n 105 01 20 
 
 
Ball bearing extractor 
For ball bearings, which sit on the axel or in the housing and thus 
can not be seized from the outside or by the hole. 
 
Type: ISO bearing series nr 6000 - 6012, 6200 – 6212,  
 6300 – 6310, 6403 – 6410 
 
Ball bearing extractor p/n 107 00 00  
 
 
 
Pliers for retaining rings without grab holes 
 
For Renault vehicles this is a special pliers for the disassembly 
and assembly of the snap ring in the transmission case which 
secures the transmission shaft into the exit port. There are two 
different snap ring types: a weaker snap ring in all JC 
transmissions, such as the JB and JR transmission, and a strong, 
more solid ring in the transmissions PK1, PK6 and PF1, PF2. 
 
Pliers for retaining rings without grab holes  p/n 910 33 40 
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Clutch centring tool model 3 
For centring clutches that do not have a crankshaft guide bearing.  
 
Type : passenger car universal 
 
Clutch centring tool model 3 p/n 611 85 00 
 

Oil pan repair combination set  
M 13 , 15 , 17 x 1,5 
For the repair of defective oil drain plug threads. The defective threads are 
removed with the threaded tap and extended to the next size. 
before/after M12 = 13 M14 = 15 M16 = 17 
  
Type : Universal, e.g. Audi, VW, BMW, Ford, Opel  
 
1 x tap M 13 x 1,5 
1 x tap M 15 x 1,5 
1 x tap M 17 x 1,5 
3 x screw M 13 x 1,5 
6 x screw M 15 x 1,5 long 
3 x screw M 15 x 1,5 short 
3 x screw M 17 x 1,5 
With copper sealing rings 
 
Oil pan repair combination set p/n 912 55 00 
in a plastic case 
 
Oil pan repair set model 1, 2 & 3 
For fast and low-priced repair of defective oil drain plug threads in the oil pan. 
 
Each set consists of one tap and 16 spare screws with sealing rings in a 
plastic case. 
 
Tap M 15 x1,5 p/n 612 51 00 
12 x screw M 15 x 1,5 x 24 with sealing ring p/n 612 51 50 
Oil pan repair set model 1  p/n 612 52 00 

 
Tap M 15 x1,5 p/n 612 51 00 
4 x screw M 15 x 1,5 x 24 with sealing ring p/n 612 51 50 
4 x screw M 15 x 1,5 x 16 with sealing ring 
Oil pan repair set model 1a  p/n 912 11 00  
 
Tap M 17 x 1,5 p/n 612 52 50 
16 x screw M 17 x 1,5 x 16 with sealing ring p/n 612 51 70 
Oil pan repair set model 2  p/n 612 53 00  
 
Tap M 13 x 1,5 p/n 612 50 80 
12 x screw M 13 x 1,5 x 16 with sealing ring p/n 612 51 30 
Oil pan repair set model 3 p/n 612 54 00  
 
Refilling packs sealing rings: 
M 13 Copper (10 pieces) p/n 612 51 60 
M 15 Copper (10 pieces) p/n 912 12 00 
M 17 Copper (10 pieces) p/n 612 51 75 
 
M 13 Aluminium (10 pieces) p/n 612 51 33 
M 15 Aluminium (10 pieces) p/n 612 51 61 
M 17 Aluminium (10 pieces) p/n 612 51 79 
 
Spare screws M15 x 1,5 x 16 (packing unit 5pcs) p/n 912 10 50 
Spare screws M15 x 1,5 x 24 (packing unit 5pcs) p/n 912 11 50 
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Oil pan repair set model 4 
M 20 / 24 x 1,5 
 
For the repair of defective oil drain plug threads. The defective 
threads are removed with the threaded tap and extended to the  
next size.  
 
Before /after M18 = 20 M22 = 24   
 
Type : Alfa Romeo, Fiat, Lancia und Volvo 
 
Tap M 20 x 1,5 p/n 612 56 50 
5 x screw M 20 x 1,5  p/n 612 56 60 
Copper sealing rings M 20 (10 pieces) p/n 612 56 75 
Aluminium sealing rings M 20 (10 pieces) p/n 612 56 85 
Tap M 24 x 1,5 p/n 612 57 50 
5 x screw M 24 x 1,5 p/n 612 57 60 
Copper sealing rings M 24 (10 pieces) p/n 612 57 75 
Aluminium sealing rings (10 pieces) p/n 612 57 85 
Oil pan repair set model 4  p/n 612 56 00 
in a case 
 
Additional individual sets in a case: Contain tap and 10 screws, 
sealing rings aluminium & sealing rings copper 
Oil pan repair set model 4a M 20 x 1,5 p/n 612 56 1 0 
Oil pan repair set model 4b M 24 x 1,5 p/n 612 56 2 0 
 
Oil service socket 
10mm �  drive x 1/2" �  drive  
Type : Ford Sierra, Granada diesel engine, 
 Peugeot, Volvo V 6, Opel Frontera 
 
8mm �  drive x 3/8" �  drive 
Type : Peugeot, Volvo 264, Renault all from `83 
 Nissan Micra 1,5 D till `98 
 Opel Vivano 
 
Oil service socket 10 �  p/n 612 03 20 
Oil service socket 8 �   p/n 612 03 30  

 
Oil service key set 
Specially hardened set of keys for the disassembly and assembly 
of most normal oil drain plugs. 
 
Adapter 1/2" �  drive for the acceptance of the inserts 
  p/n 612 21 00 
Insert size 1 8 mm x 3/8" hexagon p/n 612 20 10 
Insert size 2 10 mm x 11 mm hexagon p/n 612 20 20 
Insert size 3 12 mm x 13 mm hexagon p/n 612 20 30 
Insert size 4 14 mm x 17 mm hexagon p/n 612 20 40 
Insert size 5 8 mm x 3/8" square p/n 612 20 50 
Insert size 6 19 mm x 17 mm hexagon p/n 612 20 60 
Oil service key set 7 pieces in a metal box p/n 612  20 00 
 

Universal oil service socket set 
This 17 piece universal oil service socket set offers along with 
triangular, square and hexagonal and many other required 
variants, all have  a 3/8 “ drive . 
 
Universal oil service socket set 17 pieces special sizes 
   p/n 9122010 
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Oil filter spanner model F 
For oil filter 60 - 110 mm Ø. 

With one handed operation this tool is ideal for hard to reach oil filter 

housings.  

 

Oil filter spanner model F p/n 612 18 00  

Spare band  p/n 612 18 50 

 
 
 

Oil filter chain with joint 
 
Type : Universal 60 – 110mm 
 
Oil filter chain with joint p/n 910 12 00 
 
 
 
Oil filter spider 
3/8" �  and 19mm hexagon drive 
Step less adjustment from 60 to 120 mm Ø. 
Oil filter spider Mod. US  p/n 612 00 20 
 
Alternatively:  
1/2"�  and 21mm hexagon drive  
Step less adjustment from 63 to 102 mm Ø  
Oil filter special spider p/n 912 00 30 
 
 
 
Oil filter key model G 
For easy loosening of oil filters possible even in the tightest of 
engine compartments  
 
Oil filter key 65 - 80 mm Ø p/n 912 00 00 
Oil filter key 80 - 100 mm Ø p/n 912 00 10  
 
 
 
 
 
 Oil filter special key assortment 3 pcs 
Three most popular oil filter keys in a particularly short version with 
1/2"�  drive and 21mm hexagonal. Sizes are 27, 32 and 36mm each 
with an overall height of 32 mm. 
 
Special Oil Filter key assortment 3 pcs p/n 912 08 75 
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Oil filter key 
3/8" �  Drive x 27mm hexagon 
 
For the disassembly/assembly of oil filters or filter cartridges. 
 
 
65mm 14 sided   p/n  912 00 67 
66mm 6 sided   Fiat, Renault p/n 912 00 66 
74mm 8 sided   Fiat, Iveco, Opel, VM p/n  612 00 65 
74mm 8 sided   VM diesel engines p/n  912 00 60 
14mm sided   MB, Porsche, BMW, VAG p/n  912 01 20 
92mm 10 sided   Alfa 156, 166 diesel engines p/n  912 00 70 
95mm 15 sided   Toyota, Alfa, Ford, GM p/n  912 01 80 
100mm 15 sided   Kia, Hyundai, Mitsubishi p/n  912 01 90 
105mm 10 sided   MAN, OEM, D-0826-LUH/LF3506 
   p/n  912 01 95 
 
Burl oil filter key  
Ø 92 36 burl  Ford p/n  912 00 71 
 
 
 Oil filter key for Haldex clutch  
46mm 12 sided. x 390 mm long 
 
For the disassembly/assembly of the oil filter on the Haldex clutch 
allows easy access to this difficult to reach filter. 
 
Type : VW 5 /6 speed gearbox 4WD , in the Golf IV, Bora, 
 Sharan, Skoda Octavia 
 
Oil filter key Haldex clutch p/n 611 96 50 
 
 
Steering wheel puller model GM  
Span width 90 mm, span depth 87 and 135 mm 

 
Type:  Opel passenger cars with standard and sport steering wheels. 

 

Steering wheel puller model GM p/n 106 20 20 

Spare parts: 
Replacement hooks 135 mm long p/n 106 24 20 
Replacement hooks 87 mm long p/n 106 24 10 
Spindle 200 mm long. p/n 104 57 30 
 
 
Steering wheel puller model D trucks 
Four legged steering wheel puller for trucks with 2 sets of spindles 
size M 8 + M 10. 
 
Type : MB (e.g. DB 1632) and Iveco 
 
Steering wheel puller model D trucks p/n 106 36 00  
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Steering wheel spacer puller. 
Total length 75 mm, 42 mm Ø. 
 
For removing the spacer from the steering column on VAG vehicles. 
The spacer must be pulled, when the ignition switch is renewed. The 
puller is put over the spacer and locked with a clamping sleeve. The 
spacer can now be pulled off over the spindle.  
 
Type : Audi / VW, Seat  
 
Steering wheel spacers puller p/n 617 15 00 
 
 
Ball joint separation fork.  
For the release of ball joint pins on automobiles, land and 
construction machines, hydraulic plant and large machinery. 
 
Model  Fork opening  Overall length 
SizeT3*  18 mm  300 mm p/n 106 40 30 
SizeT4  29 mm  300 mm  p/n 106 40 40 
SizeT5 39 mm  350 mm  p/n 106 40 50 
SizeT6  45 mm  350 mm  p/n 106 40 60 
Hint*: BMW E36 front axle ball joint. 
 
Ball joint extractor model T 1 
Fork opening: conical 18-22 mm.  
For fast and undamaged extraction of  ball joints in the suspension 
and steering.  
 
Ball joint puller model T1 p/n 106 40 10  
 

Ball joint/ball pin ejector  
Model T11 - T12 
For safe ejection of the swivel joints from the stub axle and 
steering arm (wishbones and McPherson struts). 
 
Model T11  
Fork opening 20 mm, clamping range 12 - 50 mm 
 
Type : Opel front wheel drive, Ford passenger cars, Transit, 
 VW, Audi 80 / 100 / 200, Transporter, 
 BMW, MB, Citroen (except CX), Renault, 
 Fiat, all Japanese, Honda (ball joint) 
 commercial vehicles (shift linkage) 
 
Model T11P 
Fork opening 24 mm, clamping range 12 - 50 mm 
Type : Audi A 4/ 6 /8, Opel Movano, Porsche, Renault Master 
 
Model T11 MB with slot 
Type : MB W203 and 210 
 
Model T12  
Fork opening 20 mm, clamping range 50 - 80 mm 
Type : Opel Omega A/B, Senator, VW-Transporter 
 
Model T 11  p/n 106 45 00 
Model T 11P p/n 106 45 70 
Model T 12 p/n 106 46 00 
Model T11 MB with slot p/n 106 45 80  
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Ball joint ejector model SP1 commercial vehicles 
For ball joint -Ø : 27 - 36 mm 
Rate of cut max. :   90 mm 
workshop-tested, heavy version for high strain 
 
Type : e.g. MB Atego till 18t, MAN, Iveco,  
 Renault, Scania, Volvo, DAF 
 
Model SP 1  with mechanical spindle 
Spindle and anvil are exchangeable depending upon the space 
required. 
 
Model HS 1  with 12 tonne hydraulic spindle  
Improved power with the 12 tonne hydraulic spindle. 
 
Model HZ 1  with 10tonne hydraulic cylinder. 
Faster, safer and easier to use, with quick coupler for use with our 
hydraulic hand pump, connector and hose. 
Model SP 1 with mech. spindle  p/n 106 44 30 
Model HS 1 with hydraulic spindle 12t p/n 106 44 40  
Model HS 1 without hydraulic spindle 12t p/n 106 44  39 
Model HZ 1 with hydraulic cylinder 10t p/n 106 44 4 5 
Model HZ 1 without cylinder p/n 106 44 44 
 
 
Ball joint ejector for commercial vehicles 
For ball joint Ø : 35-45mm 
Rate of cut max. : 115 mm 
 
workshop-tested, heavy version for high strain 
 
Type: MB Actros, Atego from 18t, SK  
 MAN F 2000, TG, low-floor vehicle 
 Iveco Euro Star, Tech, Turbo-Star 
 Renault, Scania, Volvo, DAF 
 
Model SP  with mechanical spindle.  
Spindle and anvil are exchangeable depending upon the space 
required. 
 
Model HS  with hydraulic spindle 12t 
Improved power with the 12 tonne hydraulic spindle 
 
Model HZ  with hydraulic cylinder 10t 
Faster, safer and easier to use, with quick coupler for use with our 
hydraulic hand pump, connector and hose. 
 
Model SP with mech. spindle p/n 106 43 30 
Model HS with hydraulic spindle 12t p/n 106 43 40 
Model HZ with hydraulic cylinder. 10t p/n 106 43 50  
Model HZ without cylinder p/n 106 43 49 
Hydraulic flat cylinder 10t p/n 802 51 60 
With strong spring release and SW quick-coupler. 
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Ball joint extractor universal 
Fork opening of 22,0 mm quadruple adjustability. 
 
This high-quality, solid universal extractor is characterised by the 
possibility for quadruple elevation adjustment. This puller is 
adjustable in the height on 24,0 - 30.0 - 40.0 - 45.0 mm. and has a 
fork opening of 22,0mm and a overall length of 155,0mm  
 
Ball joint extractor universal p/n 906 46 00  

 
Ball joint ejector model T 8 
For ejecting the ball joint from tie rods etc.  
Allows for safe and simple operation. 
 
Size Fork opening Clearance Headroom 
1   18 mm   40 mm   35 mm p/n 106 42 80 
2   25 mm   50 mm   45 mm p/n 106 42 90 
3   29 mm   60 mm   55 mm p/n 106 43 00 
4   40 mm   80 mm   80 mm p/n 106 43 10 
5   46 mm   90 mm  100 mm p/n 106 43 20 
 

Ball joint ejector 
For ejecting the ball joint from track rods, hubs and stabilisers etc. 
Particularly suitable where there is little space. 
 
Size 1 fork opening 23 mm 
Type : Audi, VW, BMW, Citroen Jumper, Fiat Ducato, Ford,  
  MB e.g. 202, 210, Opel, Peugeot Boxer, Renault,  
  Rover, SAAB, Volvo, Japanese passenger cars 
 
Size 2 fork opening 28 mm 
Type : Audi A4, A6, A8, VW Passat from `97, MB 
 
Size 3 fork opening 34 mm 
Type : MB Sprinter, VW LT 
 
Ball joint ejector size 1 p/n 106 44 50 
Ball joint ejector size 2 p/n 106 44 60 
Ball joint ejector size 3 p/n 106 44 70 
Ball joint ejector set 3 pcs. p/n 106 44 75 
 
 
Ball joint ejector model B  
26 mm fork opening, 45 mm clearance 
 
With a slim at the rear open construction for ejecting ball joints from 
stub axles and track rods. 
 
Type: BMW E 46 et al. 
 
Ball joint ejector model B p/n 106 44 80  
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Fixing thorn sub frame 
For fixing the sub frame e.g. during oil pan disassembly, silent 
bearing change or accidental damage for which the sub frame 
must be moved and/or dismantled.  
 
Thereby is partially an otherwise necessary wheel alignment void. 
 
Model 1 2-tlg.  p/n 617 44 80  
Type : Audi A4 / A8, A6 from 97´, Passat from `97 
 
 
Universal spur measuring setting jig. 
 
Also suitable for small panel vans 
 
For fixing the „Spur“ (toe in – toe out) on track rods during repair to 
the stub axle or when replacing the track rod ball joint 
 
Type : passenger cars and small panel vans 
 
Universal spur measuring setting jig set 12 pcs.p/n  917 45 50  
 
 
Track rod spanner 
Two sets with two tie rod keys and a 1/2" square drive available in 
sizes 17 and 22 mm 
 
Track rod special spanner 1/2" drive 17 p/n 917 20 00 
Track rod special spanner 1/2" drive 22 p/n 917 22 20  
 
 
Track rod spanner set 
 
With 7 spanner inserts ( 14, 17 & 33,6mm, 3/16”, 1 1/4” ,1 5/16” 
& 1 7/16”) for operation of the internal tie rod nut. 
 
Track rod spanner set p/n 917 30 00 
  
Extra spanner inserts 
Spanner insert 27mm p/n 917 27 00 
Spanner insert 32mm p/n 917 32 00 
Spanner insert 34mm p/n 917 34 00 
Spanner insert 38mm p/n 917 38 00 


